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FIRE PROTECTION PLAN NOTES

F/1 REMOVE EXISTING SIDEWALL SPRINKLER AND ASSOCIATED PIPING TO CONNECTION INTO SPRINKLER BRANCH MAIN
PIPING LOCATED ABOVE CORRIDOR CEILING. IF OPENING IS NOT BEING RE-USED BY NEW PIPING, PATCH OPENING

IN WALL LEFT BY REMOVED PIPE WITH FIRE STOPPING MATERIAL AS REQUIRED TO MAINTAIN FIRE RATING
INTEGRITY OF THE EXISTING WALL. VERIFY CONDITIONS.

F/2 EXISTING SPRINKLER BRANCH MAIN LOCATED ABOVE CORRIDOR CEILING OR WITHIN PIPE CHASETO REMAIN.
VERIFY CONDITIONS.

F/3 NEW CONNECTION INTO EXISTING SPRINKLER BRANCH MAIN. EXTEND NEW 1 1/4" PIPING TO NEW SPRINKLERS AS

INDICATED. REPLACE TEE FITTING AND MODIFY PIPING AT MAIN AS REQUIRED TO ACCOMMODATE NEW PIPE
SIZE. PIPING SHALL BE COATED WITH EPOXY PAINT. VERIFY CONDITIONS. MODIFY PIPE

ROUTING AS REQUIRED TO ACCOMMODATE NEW AND EXISTING CONDITIONS, HEPA FILTERS, AND ELECTRICAL.
PIPING EXPOSED BELOW CORRIDOR CEILING, IF REQUIRED SHALL BE PAINTED TO MATCH WALL / CEILING AND

PROVIDED WITH EPOXY COATED ESCUTCHEONS AT CEILING AND WALL.

F/4 CORE DRILL OPENING THROUGH WALL AS REQUIRED TO ACCOMMODATE NEW SPRINKLER PIPING. FIRE
STOP OPENING BETWEEN PIPE AND WALL WITH FIRE STOPPING MATERIAL AS REQUIRED TO MAINTAIN FIRE
RATING INTEGRITY OF EXISTING WALL.

F/5 RUN PIPING AS HIGH AS POSSIBLE ABOVE AIR PLENUM WALL AND DROP 1" DROPS DOWN TO NEW FITTING
WITH SIDEWALL SPRINKLER. PROVIDE FIRE STOPPING AROUND PIPE AT WALL PENETRATION AND
ESCUTCHEON. PIPING, SPRINKLER, AND ESCUTCHEON SHALL BE EPOXY COATED.

F/6 NEW SIDEWALL SPRINKLER LOCATED 4"+ /- BELOW NEW SUSPENDED CEILING IN CLEAN ROOM. COORDINATE
WITH GENERAL CONTRACTOR. VERIFY CONDITIONS.

F/7 PROVIDE FIRE STOPPING AROUND PIPE AT WALL PENETRATION AND ESCUTCHEON. PIPING, SPRINKLER,
AND ESCUTCHEON SHALL BE EPOXY COATED.

F/8 NEW PENDANT SPRINKLER LOCATED IN RETURN CHASE COORDINATE WITH GENERAL CONTRACTOR
VERIFY CONDITIONS.

ROOF
NEW 1 1/4 TAP INTO
/ 1 1/4" BRANCH
STAIR#1 o :
D »
N = ] FANROOM DROP 1 1/4” PIPE
o C 301 N , * BELOW N DUCT
\ B 1361 [2i] 1rx1-0 J e "[X;iig [2i] B
1r ? 1 (2i]{4r ~_ [2] 4 \ [2] 1 ~_[2] ¢ 1Ir ir (2] ¢
6-3 =? 55/ o ~ 10-0 ~ 10)—0 ~ 10-0 - , 4-1 10-0
— - 2i] 1rx3-1
) § | } Q_j C= T
4 1ix0-4 [2i] o
1X0-10~ = ’? TEE ROLLED UR 45° &73\ 11 /4’H — :’;’.’2
1X4-2-\"F o - o H — 3 —
1)(0_6, \ " [21] "_ 20 4 #l t?":g} [2i] %x3-9 +*5509
2-4| 3—0 -8 Rt [2i3 Ir [23.4r % [21] 1r
'_nn ﬁ - G ﬁ $
h 1220—57] 1 -3 [2'} 1rx -8 "s
11‘* SR 07 @ R
FAN ROON@ +15 - 'fz*szicj [2:] x5~ 5 ({%"; 10—05
:-- - } -/+1o—
C 301 E - ; o ESEI___:L&A:B_LZL} 18
D (2] 44 U/nxn% i : ,; i

k 11

— ,X%:\m%:a [2]

1“1 A/ ir l1r
NS -
E:/‘%x\—!!sigxglz 8 [

= éim-o[zs] , )
- purtie-8 1225

Nt

5 3
aIsisks 1] T
S \[4%;}21]\) 1';x|21 2 AND
N("E mop » DN 1ix6~8 TO 2ND FLOOR
1. PROVIDE SHIELD AND GUARDS aa_ow‘u‘ 4ouPc'$E
ON SPRINKLERS BELOW NEW WORK
DUCT WORK.

NEW 1 1/4" TAP INTO

FOR HANGERS BELOW DUCT WORK
DO NOT HANG PIPING FROM DUCT

@ FAN ROOM PARTIAL PLAN

1/8" = 1™-0"

| C102 C106

- ’ | EXISTING PIPE CHASE

! |

@SPRINKLER PLAN — DEMOLITION

1/4" = 1-0"

\: | :J"
11 /4”~/ T ‘&N
— NN _
/H‘Q ..1""‘ @
ol
TYP. SR\ | —
8
/ TYP.
VAN
N \f f
] e

C102

O

~ |

I C106

_

-

l
|
{

@\Lﬁ

_EXISTING PIPE CHASE

SPRINKLER PLAN — NEW WORK

©.
1/4 = 1-0°

Copyright(c) 2001

United States
% |Department of Energ

9800 S. Cass Ave.
Argonne, lllinois 60439

Renovations
for
New Clean Room
at
Building # 350

NOTE:

ALL WORK SHOWN IN THIS DRAWING
SHALL BE FURNISHED AND INSTALLED
ACCORDANCE WITH THE PROJECT
SPECIFICATION DOCUMENT NO.
DE-FB02-01-CH11081

05/22/01 | BIDDING
DATE ISSUE

SPRINKLER
PLANS
NEW AND
DEMOLITION
PLANS

PROJECT NO: 01-100

SP-1




